
Baler Specifications and Prices are subject to change without notice. For up to date information call Trethewey Industries on 1800 888 403 
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¨  Low initial cost or rental repayment 
¨  Single phase power requirement 
¨  Good size loading chamber 
¨  50kg plus bales 
¨  Small foot print and space requirement 
¨  Very user friendly 
¨  Auto door opening 
¨  Wet and Dry Waste compaction 
¨  Plastic Liner Bag option 

Agent Contact:  

 

 

TRETHEWEY INDUSTRIES Pty Ltd 
ABN 84 072 739 827 

Innovative Design & Manufacturing  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Specifications  

Bale Weights 50 to 70 kg 

Bale Size (mm) 550 x 600 x 900 

Cycle Time 35 seconds 

Unit Weight 300 kg 

Loading Opening (mm) 600 x 450 

Power 1.1 kW single phase 

Plug Required 15 amp 

Height (mm) 1750 

Width (mm) 750 

Depth (mm) 950 

Transport Height (mm) 1950 

Trethewey Industries Pty Ltd 
Ph: +612 6734 5403 
Fax: +612 6734 5433 

Email: michelelawson@autobaler.com  
Internet: www.autobaler.com 

Cardboard, Paper, 
Shrink-wrap, 
Plastic etc. 

Self opening – overhead loading – multi-stream comp actor  
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